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SOLIDFLOOR™ WOOD CLEANER (Artnr.: 1171467) 
CLEANING AGENT FOR ALL LACQUERED AND OILED PARQUET FLOORINGS

    

APPLICATIONS
Solidfloor™ Wood Cleaner cleans all varnished and oiled wooden floorings.

CONTAINS
Solidfloor™ Wood Cleaner is based on polyethylene glycols.

TECHNICAL DATA
Working temperature: 10 – 25°C.

Delution: with water, depending on the amount of dirt 1:100 to 1:50. Warm water improves the cleaning result.

Storage: away from frost.

Packing: 1 litre. 

INSTRUCTIONS FOR USE
Add Solidfloor™ Wood Cleaner to warm water (100 up to 200 ml to 10 liters). Clean with a damp cloth or mop.
Let dry properly. 
 
IMPORTANT: 
Use not too much water when cleaning, too much water can damage the floor as it causes the wood to swell 
and expand. For cleaning instructions check the Solidfloor™ Wood Cleaner label.

Above product information and recommendations are given in good faith and based on practical tests following long term research 

and development. We cannot assume responsibility for any work as the ultimate results depend on factors beyond our direct control. 

In cases of doubt always test the product in advance.

SolidfloorTM is a brand of Fetim Professional Amsterdam - The Netherlands - www.solidfloor.com
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OILING YOUR FLOOR WITH SOLIDFLOOR™ ULTIMATE HARDWAx OIL
HARDWAx OIL WHITE (Artnr.: 1138025) HARDWAx OIL NATURAL (Artnr.: 1138024)
You will need:

    

SOLIDFLOOR™ ULTIMATE HARDWAx OIL IS A MAINTENANCE OIL BASED ON vEGETABLE OILS  
AND WAxES
 
CHARACTERISTICS
Solidfloor™ Ultimate Hardwax oil is a high quality product for the maintenance of all oiled surfaces.  
Ultimate Hardwax oil is resistant to wine, beer, cola, coffee, tea, fruit juices, milk and water according to  
DIN 68861 1A. Resistant to saliva and sweat according to DIN 53160. Meets all the demands of children‘s  
toys according to EN 71.
 
APPLICATIONS
All kind of oiled wooden floorings.
 
CONTAINS
Aliphatic hydrocarbons, castoroil, natural resin-ester, silicic acids, silicate pigments, zinkcarbonate, microwax, 
bentonite, cobalt, zirconium, zinc and manganese octoate as drying components.
 
TECHNICAL DATA
Working temperature : Not below 16ºC.
Drying time : 6 to 12 hours (depending on temperature and ventilation).
Usage : 1 litre = approx. 70 m2 in one layer.
Cleaning tools : With Solidfloor™ Wood Cleaner.
Storage : Cool and dry. In case of an already opened packaging skin forming could appear. 
  The skin has to be removed before using the product.
Warning : Put clothes drenched with Ultimate Hardwax oil in water (danger of spontaneous
  combustion!). Afterwards they can be disposed off with normal garbage. 
  EU-limit for this product (cat. A/f): 700 g/l (2010). This product contains 
  max. 690 g/l VOC.
Packing : 1 litre.
 
INSTRUCTIONS FOR USE
Stir well. Ultimate Hardwax oil is ready to use. The ground surface must be dry and free of dust and grease.  
First clean the surface with a neutral cleaner (such as Solidfloor™ Wood Cleaner). Let dry properly.  
Apply Ultimate Hardwax oil onto small areas in a thin and even layer with a cloth with the grain of the wood. 
Please spread out with a brush any excess oil which you may find in the bevel.  For the rough surfaces  
we advise to use a mop instead of a cloth. For larger areas we recommend using a buffing machin . Dribble 
the Ultimate Hardwax oil on the surface in the shape of a snake and polish it in with a buffing machine with a 
thick white pad. Ask your Solidfloor dealer for the Solidfloor maintenance products. 
 
Above product information and recommendations are given in good faith and based on practical tests following long term research 
and development. We cannot assume responsibility for any work as the ultimate results depend on factors beyond our direct control. 
In cases of doubt always test the product in advance.

SolidfloorTM is a brand of Fetim Professional Amsterdam - The Netherlands - www.solidfloor.com  

MAINTENANCE  
INSTRUCTIONS  



SolidfloorTM is a brand of Fetim Professional Amsterdam - The Netherlands - www.solidfloor.com

GB
GUIDELINES UNDER FLOOR 
HEATING AND COOLING

Installing a Solidfloor floor in combination with under floor heating and cooling can be easily achieved and will 
ensure your home is as comfortable as possible.

When installing a wooden floor in combination with under floor heating and cooling you must, however,  
follow a number of specific guidelines.

The Solidfloor guarantee applies to wooden floors that are installed in combination with an under floor heating 
or cooling system as long as the points below are observed and implemented.

The Solidfloor guarantee will  not apply if the guidelines for floor heating and cooling as given in this document 
have not been followed and implemented.

Wood is a natural material and may warp (shrink or expand) when the temperature or humidity level changes. 
It is, therefore, very important that the under floor heating and cooling system is correctly operated. This will 
ensure that a wooden floor is not negatively influenced.

GUIDELINES FLOOR HEATING 
• All floors in the Solidfloor collections, up to a maximum width of 26cm are suitable for underfloor heating.  
 We always recommend to install a system for the recording of the humidity and temperature. We advise to
  install a Fidbox for this. For widths of 26cm in every room and at each 50m2 in a room a Fidbox needs to be
 installed. For more information www.solidfloor.com/fidbox.

• With under floor heating using hot water: The thickness of the concrete floor screed/anhydrite floor that is 
poured/applied over the heating pipes must be 30mm at least.

• The prescribed heating protocol must be followed regardless of the season to achieve the allowed  
moisture percentage of the screed. The screed must be at least 28 days old before the under floor heating  
is turned on.

• The moisture percentage of the concrete screed may not be higher than 1.5% before the wooden floor is 
installed. This moisture percentage may not be higher than 0.3% with regard to an anhydrite floor.

• The wooden floorboards must be allowed to acclimatise for at least 48 hours in their unopened packaging  
in the room where they are to be installed.

• Switch off the central heating system two days before the wooden floor is to be installed. The room 
temperature, however, may not be lower than 18°C when the floor is installed.

• We recommend using a perforated underlay when installing a floating floor and, if gluing, use a suitable 
water-free adhesive. For more information consult your adhesive supplier. Nails cannot be used when 
installing a floor on under floor heating.

• When the wooden floor has been installed, the under floor heating can be put into operation in accordance 
with the prescribed heating protocol.

• In principle, the temperature of the surface of the floor has to be as low as possible. To avoid overheating of 
part planes you should heat the entire surface as much as possible. Up to 30% of the floor area 

 may be covered by furniture and rugs.

• In the dry periods of the year, you must use a humidifier to keep the humidity in the room at least at 40%.
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GUIDELINES FLOOR COOLING
Regarding to floor cooling systems, it is important that an advanced control and protection system is used to
prevent internal condensation (dew point control).
 
To prevent damage to the floor, the temperature of the incoming cooling water is not unlimited and must not
come below the dew point temperature. Lower temperatures cause condensation in the floor and can cause 
damage to the flooring, such as dishing, deformity, swelling and opening of the seams.
 
A good safety system includes automatic sensors that detect when the dew point (= start of condensation) 
is achieved in the parquet and then switches off the cooling.
 
Room thermostats should never be set to a temperature lower than 24°C. In addition, the thermostat is 
not set to a temperature 5°C lower than the room temperature. E.g. when the room temperature 32°C, 
the room thermostat can’t be set lower than 27°C.
 
For effective floor cooling, there is a maximum heat resistance of <0.09m² K/W is preferred. The heat
resistance of the floors in the Solidfloor collections vary and can be higher. Keep into account a certain loss 
of capacity.

THE HEATING PROTOCOL DURING FIRST TIME THE SYSTEM IS USED
• The first day the under floor system temperature should be set to 20°C. The temperature must subsequently 

be increased by 5°C every 24 hours. The system temperature may not be higher than 45°C and the floor 
temperature may amount to no more than 28°C. Note: the same applies under furniture, carpets and heating 
pipes. This maximum temperature must be maintained for a few days. It is important to know the thickness 
of the screed to be able to calculate the exact number of days. If the screed is 5cm thick, this means that 
you must maintain the maximum temperature for 5 days. The number of days is, therefore, the same as the 
number of centimetres that your floor is thick.

• The procedure must be followed in the reverse order when the system is switched off.  
Recommendation: do not set the thermostat to a low level in the evening and again to a high level  
in the morning to ensure temperature fluctuations are avoided as much as possible.

• The total procedure will take approximately 14 days. During this procedure, ensure that there is good 
ventilation in all the rooms so that any moisture that is released can be properly discharged.

HUMIDITY 
Wood is a natural product and reacts to the conditions of the room in which it is installed. Shrinkage or  
cracking can occur when the humidity is too low. The best condition for a wooden floor is a relative air  
humidity of between 40% and 65%. Shrinkage may occur when the relative air humidity is lower making  
the use of a humidifier a requirement. Despite these measures, there is a small chance that gaps, cracks  
or checks may occur when under floor heating is used especially in the winter, or when the relative air  
humidity is low.  

Beech, Ash, Maple and Jatoba are wood types that easily warp and, therefore, are not recommended for use
in combination with under floor heating or cooling. The Solidfloor guarantee will not apply when these wood
types are installed in combination with under floor heating or cooling.

Note:

A wooden floor may not be installed on under floor heating systems that have been installed before 1990. These systems, generally, 

produce temperatures that are too high. Ensure that you know that your under floor heating system is suitable for use in combination 

with wooden floors. 

SolidfloorTM is a brand of Fetim Professional Amsterdam - The Netherlands - www.solidfloor.com
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GUARANTEE
You shall have a 25-year guarantee on a wooden floor from the Solidfloor collection as from the purchase 
date on the basis of the terms and conditions below:
• We provide a guarantee with regard to defects and/or shortcomings that were already present when delivery 

took place but that were not visible to the naked eye.
• We provide a guarantee with regard to normal use in residential properties and with regard to contract work 

such as offices, hotel rooms and boutiques. Humid or wet rooms are expressly excluded from this guarantee.
• We provide a guarantee if the floor has been installed in accordance with the Solidfloor installation 

instructions and is maintained well using the Solidfloor maintenance products in accordance with the 
maintenance instructions given.

PROvISIONS
• The guarantee shall apply if a complaint has been reported to the Solidfloor supplier where the floor  

was purchased within 30 days after the issue of the complaint has been discovered or should have been 
discovered in all reasonableness. Please report complaints in writing and include the original invoice and 
warranty certificate.

• Should it be deemed that the guarantee applies, either the faulty floor section shall only be replaced or 
the faulty floor sections shall only be reimbursed in accordance with the provisions made in this guarantee 
certificate.

• Should the relevant wooden floor from the Solidfloor collection no longer be available, an equivalent 
alternative shall be provided.

• This guarantee only relates to the supplied floor sections and, therefore, not to labour costs, additional 
materials and any other consequential damage that may ensue.

• The guarantee period shall remain in force unchanged in case of acceptance and resolving the complaint  
and shall never be extended.

• Should a dispute arise related to the guarantee with regard to your “Solidfloor”, either party may appeal  
to an independent expert who shall issue a binding decision provided that consumers who do not act in a 
professional or commercial capacity shall be entitled to bring this dispute to the normal court within one 
month after we have invoked this stipulation.

• Should this clause be applied, the costs must be agreed upon in advance in writing amongst the parties.  
This guarantee is an addition and not an exclusion of the statutory rights that the consumer who does  
not act in a professional or commercial capacity has.

THE GUARANTEE SHALL BE NULL AND vOID IN THE FOLLOWING CASES:
• If the floor has not been installed in accordance with the installation instructions.
• If the defects could already be seen before the floorpanel was installed.
• If the defects and/or shortcomings occurred due to moisture and/or water damage and/or other causes  

that cannot be attributed to us as the manufacturer/supplier of the floor.
• If the defects and/or shortcomings occurred due to incorrect use or negligent acting and when used for 

another objective that for what it is intended as well as if installation, maintenance instructions or guidelines 
regard to humidity and under floor heating or cooling have been ignored.

• If there are visual shortcomings that occurred due to deformation of the boards due to changing climate 
conditions, in case of colour differences due to the influence of sunlight and the consequences of normal  
aging and/or wear phenomena of the finishing layer.

• This guarantee shall only apply with regard to the first owner and the first installation of the floor.
• If there are stains or mechanical damage to the surface (dents, scratches, etc.) 
 due to negligent treatment during transportation and storage and in case  

of damage as a result of stilettos, furniture, stones, sand, pets, etc.
• This guarantee certificate shall only be governed by Dutch law. All disputes 
 arising from this agreement shall be submitted to the competent court
 in Amsterdam.
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